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Designer/Contact:

Date:

Scale:

Minneapolis
(612) 803 3216

paul@tossfad.com
www.tossfad.com

1. These designs  and/or  drawings  are a representation  only!!  The Designer  and/or  Draftperson  
is not a licensed  engineer  and is not qualified  to determine  whether  the designs  and/or 
drawings  meet structural  safety  and/or  building code  requirements .
2. All lighting fixtures  must have  wire safety  cable, all  bar fixtures must have  two(2)  wire safety 
cables.
3. All electrical  connectors  to be made with  approved , polarized  and  grounded connectors .
4. All feeder cable  must be approved  Type  W.
5. All trim heights measured  from stage  floor to bottom  of truss.
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THIS DRAWING REPRESENTS DESIGN
CONCEPTS AND CONSTRUCTION

SUGGESTIONS ONLY. THE DESIGNER IS
UNQUALIFIED TO DETERMINE STRUCTURAL
APPROPRIATENESS OF THE DESIGN, AND
WILL NOT ASSUME RESPONSIBILITY FOR

IMPROPER ENGINEERING, CONSTRUCTION OR
HANDLING OF THE DESIGN ELEMENTS.
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LIGHTING
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ROBE BMFL BEAM WASH (20)

GLP JDC-1 (20)
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